SECURITRON SYSTEM # 15

Application
Single door with digital entry and a door prop alarm.

Operation
Outside Operation: From outside entering an authorized user code on the keypad will de-energize the lock and allow access.
Inside Operation: From the inside egress is achieved through the TSB-3 bar. If the door is propped or left open for longer than specified time the DPA will go into alarm. Alarm can be reset by MKA or put into bypass by the MKA which will allow the door to stay open for extended periods of time.

Securitron System Components
1 each Magnalock M62B
1 each Digital Keypad DK-26
1 each Touch Sense Bar TSB-3CL
1 each Power Supply BPS-24-1
1 each Battery B-24-5
1 each Key Switch MKA
1 each Door prop alarm DPA-24
1 each Door contact by others
1 each Sounder PZ-1

Additional Components Required
TBA Hinges
2 each Closer
2 each Kickplate
2 each Stop
TBA Gasketing (as required)

Options
COMMENTS: MOST DEVICES COME WITH WIRE LEADS IN DIFFERENT LENGTHS DEPENDING ON WHAT MODEL IT IS. IF LONGER WIRE RUNS ARE REQUIRED 18G STRANDED WIRE IS FINE FOR SHORTER WIRE RUNS ON A 12 V SYSTEM. 22G WIRE IS ACCEPTABLE FOR SHORTER WIRE RUNS ON A 24 V SYSTEM. FOR SPECIFIC WIRE GAUGE QUESTIONS ON LONGER RUNS OR SYSTEMS PLEASE CALL OUR TECH SUPPORT LINE AT 1-800-MAGLOCK OR 1-800-624-5625.
COMMENTS: MOST DEVICES COME WITH WIRE LEADS IN DIFFERENT LENGTHS DEPENDING ON WHAT MODEL IT IS. IF LONGER WIRE RUNS ARE REQUIRED 18G STRANDED WIRE IS FINE FOR SHORTER WIRE RUNS ON A 12 V SYSTEM. 22G WIRE IS ACCEPTABLE FOR SHORTER WIRE RUNS ON A 24 V SYSTEM. FOR SPECIFIC WIRE GAUGE QUESTIONS ON LONGER RUNS OR SYSTEMS PLEASE CALL OUR TECH SUPPORT LINE AT 1-800-MAGLOCK OR 1-800-624-5625.